
GE 6500 LBSDate tehnice
50 Hz, sincron, trifazat, autoexcitat, cu autoreglare

Generator monofazat

Tip

Capacitate rezervor

Putere*

Timp functionare ( 75% capacitate)

Durata activa

Viteza

Protectie

Capacitate

Dimensiuni Lxwxh (mm)

Clasa izolare

Cilindri

Greutate

Consum combustibil

Ni vel zgomot **

La cerere       alte voltaje  (60 Hz)

* Putere maxima conform      ISO 3046/1

Generator de curent alternativ

Motor

Specificatii generale

* Dimensiuni si gre         utate fara cadru de transport  CTM. ** LWA conform  directivei EEC  536

3.2 kVA / 230 V / 14 A

99 LWA (74 dB(A) - 7 m)

Gasoline, 4-stroke, air cooled

0.8

100%

338 cm

785x450x550

H

1

75 kg

342 g/kWh

3000 rpm

IP 23

6.9 kW (9.4 HP)

3.7 h

Lombardini LGA 340

6 l

3

Motor
benzina

Pornire 
manuala

Alternator
sincron

Racire
aer

Priza
230V EEC
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Priza 400V 16A 3PTN (T)

Echipare 
standard

Accesorii
la cerere

Prot motor
presiune ulei

Factor de putere  (Cos )

GE 6500 LBSGE 6500 LBS
GRUP ELECTROGENGRUP ELECTROGEN

Motor pe benzina, Lombardini OHC, 
Protectie motor, presiune ulei
Alternator trifazat sincron

Cadru de protectie

Corespunde directivelor EEC 
Cadru de transport manual CTM (optional)

Pornire manuala

Cadru transp. CTM6000
Kit impamantare MT10

Intrerupator 
circuit

Priza
400V EEC

Protectie
scurt-circuit

Voltmetru

Priza  230V 16A 2PT (M)

Generat or trifazat            6.5 kVA (5.2 kW)/ 400 V / 9.4 A

I
ISO 9001- Cert. 0192/2

Indicat. pres ulei

Compound
system


