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GRUPURI ELECTROGENE TRIFAZATE CU MOTOARE DIESEL JOHN DEERE RACITE CU APA
DESCHISE SAU INSONORIZATE, 1500 ROTATII, PUTERI INTRE 30 KVA S| 180 KVA - 50Hz.

THREE PHASE GENERATORS JOHN DEERE WATER COOLED, OPEN OR SOUND-PROOF
1500 RPM FROM 30 KVA TO 180 KVA - 50Hz.

MODEL

GPA/SJ 33

GPA/SJ 4

GP A/S J 66

GPA/S J 88

GP A/S J 110

GP A/S J 140

GP A/S J 165

GP A/S J 198

GP A/SK J 220

Model

PUTERE
kVA

CONT. MAX.

30

40

60

80

100

125

150

180

200

PRP

33

44

66

88

110

138

165

198

CARACTERISTICI TEHNICE
MOTOR

Tip

3029 DF 128

4039 DF 008

4039 TF 008

4045 TF 258

4045 HF 158

6068 TF 258

6068 HF 158

6068 HF 258

220 6068 HFU74-02

LTP

kVA
Power

Model

Nr.

cil.

A3 Displacement cc.
cyl.

Cilindree cc.

2900

3900

3900

4500

4500

6800

6800

6800

6800

ENGINE

Putere
C.P.

42

54

85

1M

134

161

205

245

278

Power Fuel consumption

HP

TECHNICAL CHARACTERISTICS

Consum
gr/.Kwh

218

214

219

223

215

206

208

209

206

grl.Kwh

DESCHIS
Rezervor Dimensiuni
comb. LxlIxh
It. mm

70 1750x700x1100

70 1750x700x1020

100  2100x900x1300

100 2100x900x1300

100 2100x900x1300

140  2850x1000x1400

140 2850x1000x1400

150 3000x1100x1500

150  3000x1100x1500

Tank Dimensions
capacity LxIxh
It. mm

OPEN FRAME

Greutate

720

880

950

1120

1250

1420

1520

1610

1560

Weight
Kg.

INSONORIZAT
Rezervor  Dimensiuni
comb. LxIxh
It. mm
100  2100x900x1170
100  2100x900x1170
125  2500x1000x1400
125  2500x1000x1400
140 2850x1000x1400
150  3000x1100x1500
150  3000x1100x1500
150  3300x1100x1500
150  3300x1100x1500
Tank Dimensions
capacity LxIxh
It. mm
SOUNDPROOFED

Greutate
Kg.

970

1120

1370

1480

1660

1950

2060

2140

2140

Weight
Kg.



